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Head Office: Wandsworth Electrical Limited Albert Drive Sheerwater Woking Surrey GU21 5SE 

Tel: +44 (0) 1483 740740 Fax: +44 (0) 1483 740384

Northern Ireland Agent: Reay Thompson (Belfast) Limited 8 Lorne Street Belfast BT9 7DU

Tel: +44 (0) 1232 664411 Fax: +44 (0) 1232 664831

Other products from Wandsworth:

• Nurse Call Systems

• Patient TV/Telephones 

• Personal Attack Alarms

• Baby Tagging Systems 

• Wandering Alarm Systems 

• Falling Alarm Systems

• Paging, Intercom and DECT Telephone Systems

• Electrical Wiring Accessories 

• Hygiene Products 

• Medical Products
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Wandsworth Electrical has been involved with

the design and manufacture of security systems

since 1970. Continuous development ever since

has seen the original relay based systems

replaced with state-of-the-art electronics.

Over 20000 units have been supplied into

Prisons, Courts, Police Stations, Secure Units,

including one of the first Prisons to be built

under the government’s Private Finance

Initiative (HMP Fazakerley).

This brochure represents some of the standard

products available from Wandsworth, but such

is the nature of this market that a bespoke

solution is sometimes required.  Wandsworth

have a wealth of experience in the design and

manufacture of such systems.

Please do not hesitate to contact our Technical

Services Department to discuss your

requirements, we will endeavour to find 

a solution.

Basic operational installations
The units detailed in this catalogue make up systems to
provide cell call and cell lighting to meet the
requirements of high security establishments.

All accessories have flat stainless steel plates with
matching components and are secured to steel or iron
conduit boxes by Resistorx tamper resistant screws.

Should systems, other than those listed, be required
designs can be quoted to suit individual requirements.

Ordering
State in tabular form your requirements for units and boxes.

Example
772: Security reset unit.

8361: Box, surface.

2 3Certificate number FM 10069
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Prison Cell Call & Lighting Systems

Operation of the cell call system
A call is initiated by pressing the push button inside the
cell.  This activates the printed circuit board in the
corridor unit outside the cell and a reassurance light will
illuminate on the cell call unit to confirm the call has
been activated.

Inmate controls operate at 24volt DC.

The light on the corridor unit will illuminate to indicate
from which cell the call is made.  

A light will illuminate on the indicator board in the duty
office to show from which wing or landing the call has
originated and a buzzer will sound continuously.

A mute button on the indicator board enables the buzzer
to be silenced.  Any other call will reactivate the buzzer.
The call is cancelled by means of a reset push button on
the corridor unit outside the cell.

The external indicator lamp and the call reassurance LED
light are in series so that they are mutually self
monitoring.

Operation of the cell light system
The cell light is operated by a switch inside the cell.  This
switch operates a 24volt DC relay mounted in the
corridor unit which switches the 240volt supply to cell
light fitting.

On the corridor unit is a switch to operate the cell
inspection light when required.  The unit is wired so that
either the cell light or the inspection light can be
operated individually but cannot be on at the same time.
The cell light will over-ride the inspection light.

Basic cell call system

INSIDE CELL

Call push unit

Front cover plate 86mm square containing: 

� Push to make push button. 

� LED reassurance light. 

Call push to operate solid state printed circuit board in Reset
unit 772 mounted outside the cell to summon the prison staff.

Box flush: 1702 or 1130.

771

OUTSIDE CELL

Reset unit

Front cover plate 120 x 172mm containing:

� Push to break push button. 

� 2.8 watt indicator. 

� Solid state PCB. 

� 24V DC supplies are individually fused giving localised
protection against inmate abuse.

The indicator is to signal a call from the cell and the push
button is to reset the solid state printed circuit board and cancel
the call.

Box Flush: 8360. Box surface: 8361. 

772

54 * Unless mentioned, all visible faces are of stainless steel.
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